
https://doi.org/10.2749/prague.2022.0507

Distributed by 8 

Eisenbahn-Gewölbebrücke. Bautechnik 2017; 
94(2): 125–30 
[https://doi.org/10.1002/bate.201600084] 

[10] Mölter TM, Pfeifer RH, Fiedler M. Handbuch 
Eisenbahnbrücken: Planung, Bau, 
Instandhaltung, Brückensysteme. 2. Auflage. 
Bingen Hamburg: PMC Media House GmbH 
2017. 

[11] Preuß E, Preuß R. Sächsische 
Staatseisenbahnen. 1. Aufl. Berlin: Transpress 
1991. 

[12] Haase R. 175 Jahre erste deutsche 
Ferneisenbahn. Leipzig: Eudora-Verlag 2014. 

[13] Mölter TM, Fiedler M. Eisenbahnbrücken, 
Tunnel und Ingenieurbauwerke. In: Fendrich 
L, Fengler W, editors. Handbuch 
Eisenbahninfrastruktur. Berlin, Heidelberg: 
Springer Berlin Heidelberg 2019; 357–426. 

[14] Kluttig S. Entlang der Sachsen-Franken-
Magistrale: Die Eisenbahnstrecke Dresden - 
Werdau - Hof. Bildverlag Böttger GbR 2016. 

[15] Landesamt für Denkmalpflege Sachsen. 
Denkmalkarte Sachsen; 2020 [cited 2021 
September 1] Available from: URL: 
https://denkmalliste.denkmalpflege.sachsen.
de/Gast/Denkmalkarte_Sachsen.aspx. 

[16] Sachsenschiene.de - Eisenbahnen in Sachsen: 
Regelspurstrecken; 2021 [cited 2021 April 16] 
Available from: URL: 
https://www.sachsenschiene.net/bahn/str/st
r_rsp.htm?30. 

[17] Dittmann+Ingenieure Bauplanung GmbH + 
Co. KG. Projekte: Eisenbahnbrücken; 2020 
[cited 2021 September 1] Available from: 
URL: https://www.d-ing.de/bruecken/. 

[18] SLUB / Deutsche Fotothek / Brück und Sohn. 
Tharandt. Edle Krone a. d. Weißeritz, 
Bahnviadukt: Dieses Werk ist gemeinfrei 
(Public Domain Mark); 2020 [cited 2020 
November 24] Available from: URL: 
http://www.deutschefotothek.de/documents
/obj/71826292. 

[19] DB Netz AG. Brückenkarte | DB Netze 
Brückenportal; 2020 [cited 2020 November 

24] Available from: URL: 
bruecken.deutschebahn.com/brückenkarte. 

 

        IABSE Symposium Prague 2022 
        Challenges for Existing and Oncoming Structures 
        May 25-27, 2022, Prague, Czech Republic 

1 

Fatigue behaviour of cracked concrete decks under cyclic shear loading  
Lena Stempniewski, Ulrike Kuhlmann 
Institute of Structural Design, University of Stuttgart 
 
Contact: lena.stempniewski@ke.uni-stuttgart.de 

 

Abstract 
In large steel-concrete composite road bridges cracking occurs in the concrete deck due to tension 
resulting from negative bending moments at the support area. Simultaneously, high wheel loads 
from the traffic act as cyclic shear loading on the concrete. As a result, tension forces coming from 
the global load-carrying effect need to be superimposed with local vertical forces due to the wheel 
loads acting as cyclic shear loading. In this paper, the results of experimental investigations 
regarding the fatigue strength of the cracked concrete deck in tension are discussed. Furthermore, 
the effect of the longitudinal reinforcement ratio and the height of the tensile stress is pointed out. 
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1 Introduction 
New developments of composite bridges avoid 
prestressing of the deck as in concrete bridges and 
moreover allow to use precast concrete elements 
supported by transverse beams when the on-site 
concrete layer is poured. In this design (see Figure 
1), cracking occurs at the support areas because 
the concrete is subjected to tensile forces due to 
hogging moments from the global action effects. 
High ratios of longitudinal reinforcement limit the 
crack width at serviceability limit state. However, 
simultaneously, traffic loads induce direct cyclic 
shear loading in the concrete deck. As a 
consequence, the global tension forces need to be 
superimposed with local vertical forces due to the 
cyclic wheel loads acting as cyclic shear loading.  

The static behaviour of concrete decks in tension 
without shear reinforcement under direct shear 
loading has already been investigated by an 
experimental testing program [2]. The 
corresponding rules were already included in 
Eurocode 4-2 (EC4-2, 6.2.2.5 (3)) [3]. Experimental 
studies on the load behaviour of the cracked 
concrete deck in tension under cyclic shear loading 

so far are not known. At the University of Stuttgart, 
a comprehensive testing programme on cracked 
concrete decks is conducted as part of a research 
project [1]. The aim of these tests is to determine 
the behaviour of the axially loaded cracked 
concrete deck under fatigue loading in order to 
allow for a more than 100 years service life. 

 

Figure 1. Cross-section of Heidingsfeld viaduct, 
Germany 
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